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EN Installation
IMPORTANT: For proper operation, do not connect the 
WiFi USB Adapter to your computer before you install 
the software. If you do, wait for the Found New Hard-
ware screen to display and click “Cancel”, otherwise, 
the installation process will likely be adversely affected.

Insert the included setup CD in the CD-ROM Drive and 
start the Setup.exe program.

Wait for the installer to run.
Select Language and click ”Next” to continue with the 
installation.

The installer will automatically install the program. 
When finished, select Yes, “I want to restart my com-
puter now” and click Finish to reboot your computer.
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ENWith the computer now turned on, insert the WiFi USB 
Adapter into an open USB 2.0 port.

When “Found New Hardware Wizard” screen is dis-
played (which is automatic when the adapter is con-
nected to the. computer), select the option “ No, not 
this time” and click ”Next”.

When prompted with “What do you want the wizard to 
do?” select “Install the software automatically (Recom-
mended)” and click ”Next”.

A status screen will display, indicating that the instal-
lation is in progress. No action is needed at this point.

When the “Completing the Found New Hardware Wiz-
ard” screen displays, it indicates that the installation 
has been successfully completed and your WiFi USB 
Adapter is ready for configuration.
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EN Configuration
Once the installation is complete, you can configure 
the WiFi USB Adapter to connect to a wireless access 
point(AP). The wireless configuration utility will start 
automatically, and you’ll also find a tray icon at the 
lower right in your Windows systems tray.

1. Right-click the Wireless tray icon and select ”Open 
Config Utility”.

2. The configuration utility will scan for wireless net-
works within range. Click “Refresh” to refresh the 
list of available wireless networks. To join a particu-
lar network that displays, select it and click “Add to 
Profile”.

3. If the wireless network uses encryption, you need to 
input the correct encryption key. The configuration 
utility automatically suggests the correct authenti-
cation type (see the drop-down list), and you should 
not change the suggested value.
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ENNOTE: For WPA/WPA2 networks, you need to select the 
correct encryption type, as well as (AES or TKIP). These 
settings depend on how the wireless network is set up. 
Only the owner of the wireless network can provide the 
required information.

Due to continuous development specification and appearance of product are subject to change without prior notice. 
For technical support please visit www.media-tech.eu.

4. If the wireless access point is successfully connected, 
you’ll see the following dialogue box.
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Instalacja
Ważne: Nie podłączaj urządzenia przed zainstalowa-
niem sterownika z oprogramowaniem. Jeżeli jednak 
już to zrobiłeś to kliknij “Anuluj” na ekranie “Kreatora 
instalacji nowego sprzętu”, inaczej instalacja nie prze-
biegnie prawidłowo.

Włóż płytę CD do napędu CD-ROM i uruchom plik Se-
tup.exe.

oprogramowanie, gdy zakończy wybierz opcję Yes, “I 
want to restart my computer now” a następnie kliknij 
Finish aby uruchomić komputer ponownie.

Instalator automatycznie zainstaluje sterownik oraz 

Poczekaj, aż instalator się uruchomi.
Wybierz język instalacji i kliknij ”Next” aby kontynuować.
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Gdy komputer uruchomi się ponownie możesz włożyć 
urządzenie do portu USB2.0.

Gdy pojawi się zapytanie “What do you want the wi-
zard to do?” wybierz “Install the software automatically 
(Recommended)” zainstaluj oprogramowanie automa-
tycznie i kliknij ”Next”.

Gdy pojawi się komunikat “Completing the Found New 
Hardware Wizard” oznacza to, że urządzenie zostało po-
prawnie zainstalowane.

Gdy pojawi się okno “Found New Hardware Wizard” 
kreatora instalacji nowego sprzętu z zapytaniem czy 
usługa Windows Update ma wyszukać sterownik wy-
bierz opcję “No, not this time” nie tym razem i kliknij 
”Next” aby kontynuować.

Pojawi się okno ze statusem wykonywanej operacji, 
proszę czekać.
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Konfiguracja
Gdy instalacja urządzenie jest ukończona można 
przejść do konfiguracji aby połączyć się z wybraną 
siecią WiFi. Narzędzie do konfiguracji uruchomi się 
automatycznie, można również przywołać je ręcznie 
klikając na ikonę w pasku powiadomień systemowych.

1. Kliknij prawym klawiszem ikonę połączenia bezprze-
wodowego i wybierz ”Open Config Utility”.

2. Narzędzie służy do przeszukiwania dostępnych 
sieci WiFi. Kliknij “Refresh” aby odświeżyć listę do-
stępnych sieci bezprzewodowych. Aby połączyć się 
z wybraną zaznacz ją i kliknij „Add to Profile” aby 
stworzyć profil połączenia.

3. Jeżeli wybrana sieć jest szyfrowana należy wprowa-
dzić hasło do tej sieci. Aplikacja automatycznie roz-
poznaje rodzaj szyfrowania oraz rodzaj klucza (zale-
camy aby nie zmieniać ręcznie tych parametrów).



5

PL

WAŻNE: Gdy łączysz się z siecią WPA/WPA2, ważne jest 
aby wybrać zgodny typ szyfrowania oraz zgodny rodzaj 
klucza(AES lub TKIP). Parametry te określa administra-
tor sieci WiFi.

-
nia. Pomoc techniczna dostępna na www.media-tech.eu.

4. Jeżeli nawiązano połączenie pomyślnie pojawi się 
okno jak poniżej.








